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GRILLES OF PERFORATED METAL 



When Ordering, Give Attention to the Following Specifications: 

Quantity. 

Overall dimensions (opening plus blank margins). 

Unless otherwise specified we will assume that dimensions are extreme and includi' 

all blank margins. 
Style of perforation (if lattice design, specify size of perforation). 
Gauge of material. 
Kind of metal. 
Width of blank margins. 

Screw holes or other special features (screw holes not furm'shed unless specified). 
Finish. 

In other than lattice grilles and other symmetrical designs, be careful to indicate 
which dimension is the vertical height of each grille when mstalled. 

Also, Be Sure to State Thickness of Steel Required. See Following Table: 

Steel is gauged according to the United States Standard. The follovving table 
illustrates the actual thickness of the various gauges commonly used for grilles: — 



.037 

.050" 

.062" 

.078" 

.109" 

.140" 

.171" 

.187" 



No. 20 
No. 18 
No. 16 
No. 14 
No. 12 
No. 10 
No. 8 



Metals other than steel can be specified according to the above steel gauge. 
Perforated Metal grilles have the strength of sheet steel and are not brittle like 
cast grilles. For this reason thin punched grilles have more strength than thick 
cast grilles. 

Grilles are usually made of steel, but can be made of brass, bronze, copper, 
aluminum, zinc or any other sheet metal if desired. 

SPECIAL FEATURES 

Invisible openings or hand holes to permit of adjustment of radiator valves and 
steam vents; hinged grilles mounted on steel frames or arranged for mounting on 
wooden frames; screw holes and other special features can be easily arranged with 
perforated metal grilles. 
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PERFORATED METAL GRILLES 

SQUARE LATTICE DESIGN 

Specify size of mesh and width of bridges when ordering; also specify finish, de- 
sign, and gauge of metal. 




SPECIAL STYLES FOR SPECIAL PURPOSES 



GRILLE FOR OPENINGS IN 
CURVED WALLS OR BASEBOARDS 



GRILLE FOR CORNER OPENINGS 






A FLAT GRILLE PLACED OVER AN ARCH 



Designate plainly if dimensions given as to sizes represent extreme outside or 
inside (daylight) dimensions. 
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PERFORATED METAL GRILLES 

FURNISHED IN ANY SIZES AND FINISHES 
Illustrations below show square mesh sizes and sizes of bridges or bars. , 




Above cuts illustrate actual standard sizes. Other sizes can be made. 
Always specify gauge of metal to be used, design and size of mesh. 
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United States Register Company 



PERFORATED METAL GRILLES 

DIACiONAI. LATTICE 




LARGE DIAGONAL LATTICE 

LATTICE DESIGNS 



DIAGONAL LATTICE 
Holes, Square Bridges Per cent Open 
la inch 45 
ic. inch 53 
^4 inch 60 
l^, inch 64 



PLAIN LATTICE 



•ys inch 

y2 inch 

7;^; inch 

I inch 



Holes, Square 


Bridges 


Per cent Open 


inch 


I'l; inch 


45 


1/2 inch 


}4 inch 


45* 


inch 


}i inch 


45 


J,y inch 


li inch 


60* 


I inch 


^}4> inch 


53 


I \\i inch 


]■*(; inch 


65 









i^rj ifKt li?^ lifKi 1^^ 

^1^ 1^^ 1^1^ ^1^ 

(■■■■■■■■■■■■I 
(■■■■■■■■■■■■I 



lk!<^ ib?^ 1^^ 1^^ 

^1? ^1^ ^1? ^i:^ 



STYLE LK, 45' OPEN 



Speciiil prices on application. 
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SPECIAL DESIGNS of PERFORATED GRILLES 




STYLE J, 65% OPEN 

On Style J. Grilles, be sure and designate which dimension is width atnl which is 
length, and give overall dimensions and width of flanges. 



iS^rj ^rj 

W ^iS^ ^ii? 

i!iKt i^PSi iH^^ i^^ 
rj^ Ki^ W ^li? 

^P^ ^^ 1^^ k?^ 1^^ 

W KiiSf 

^'i:!^^ ^^ 1^^ k?^ 1^^ 1^^ 1^^ 
Zt^ W W ^i!^ 

>!ki;? ZiiS^ ^k? ^k? 
k?l^ iZ^^ i^>^ 

W^Hf 

iff!k ik^^ 
1^^ ^^1^^ ^1? ^k? ^ik? ^iSP 



STYLE L, 39^^ OPEN 

Tlie opt^" ^''ea t'f t'li^^ design can be increased by spacing the 
basic squares of the design closer together. 

Order by extreme outside or inside dimension, also gauge of metal and hnish. 
Special prices on application. 
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U. S. VENTILATING REGISTERS 



FOR SIDEWALL OR CKILING 

11. S. VENTILATING REGISTERS are composed of the regular U. S. Steel Floor 
Registers equipped with sidewall pulleys when a register is to be installed in the wall, and 
with ceiling pulleys when a register is to be used in the ceiling. Sizes under i6 inches in width 
have a uniform depth of 2-74^ inches when open, thereby making them very adaptable for 
shallow ducts or pipe. Sizes over 16 inches in width have a uniform depth of 5 inches. 





^ssr^ (U.S.LOCh REGISTER) 

Key operates here 



U. S. PRESSED 
STEEL LOCK 
REGISTERS 

U. S. STEEL LOCK 
RECnSriiRS are specially 
adapted for use in asylums, 
public schools and other pub- 
lic buildings where it is re- 
cjuired that the shutters or 
valves of the registers be ad- 
justed to any particular posi- 
tion, and, by means of a key, 
caused to remain at that fixed 
position. 

U. S. STEEL LOCK 
REGISTERS can be operated 
the same as floor registers 
when not locked, but when 
locked can be released only 
by the key with wdiich they 
were locked. A great im- 
provement over other lock 
registers. 
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U. S. PRESSED STEEL REGISTERS 



Furnished in all standard sizes. 

Specify size by inside measure- 
ment of register face or daylight 
t)pening. 

Sizes 14" wide and narrower are 
made in square mesh only, like illus- 
tration on left. 

Made in all standard sizes in 
square lattice pattern up to size 
14 X 14. Size of mesh is one inch 
square from center of bar to center 
of bar. 



For complete List Prices write for our (leneral Cataloj^. 

Sizes 16" w ide ami w iJcr are made in oblonji; mesh onl\ , as illustrated below. 
Size of mesh i" x 2" on center of bars. 




U, S. STEEL FLOOR REGISTERS are made of heavy gauge, deeply em- 
bossed, cold rolled steel strongly reinforced, and are much stronger and more 
durable than cast iron. For complete List Prices see our (jeneral Catalog. 

Alw ays specif) b\ size of face opening and llni^h. 
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United States Register Company 



U. S. STEEL SCREENS AND STEEL FACES 

Made of pressed steel or cast iron for use in front of steam pipes and radiators, 
stair risers, baseboards, store windows, etc. Plain lattice design. 

We furnish screens or grilles to suit every condition or use. Drilled and counter- 
sunk, for attaching to flat wood surfaces. 

U. S. STEEL SCEEEN 




U. S. STEEL COLD-AIR FACES 

MADE OF HEAVY GAUGE COLD ROLLED STEEL 

Deeply embossed and supported from below with steel framework when desired. 
Sizes 1 6" wide and larger made wnth i" x 2" mesh on center of bars. 
Sizes 14" and smaller made with i" square mesh only. 



Specifications for price should give finish required, sizes of inside or extreme 
measurement with or without supporting frame. 

U. S. STEEL FACP.S are stronger than cast iron or ordinary perforated metal 
faces, or wood faces, because they are embossed and reinforced. 
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THE U. S. WIRE 
SCREENS 

FOR 

Schools, Churches and 
Public Buildinsrs 



NO. 61 — ANGLE IRON FRAME 



WIRE SCREENS WITH DIAGONAL 

SQUARE MESH (Design N0.61) 
Are made in standard gauges of round 
wire. Also can be furnished with 
Channel instead of Angle Iron Frames. 
Specify which is preferred, and also 
specify gauge of wire, size of mesh, 
finish and design. 



SPECIAL DESIGNS 

Special designs, such 
as No. 55, are made 
with Channel Frames. 
Specify gauge of wire 
and finish. 




Wire Screens being 
made to special order 
only cannot be returned 
for credit. 

If frames are drilled 
for attaching, submit 
sketch showing size 
and locations of holes 
to be drilled. 



NO. 55 — GRILLE 



SQUARE LATTICE (Design No. 62) 
is made with either Flat or Round 
W^ire. Be sure to state which is pre- 
ferred. Also specify gauge of wire, 
size of mesh, finish, and if Channel or 
Angle Frames are required. 

U. S. WIRE SCREENS can be fur- 
nished with hinges and catches, and 
also hung in frames if desired. 



1 " Mesh, No. Wire 1 11^" Mesh, No. 11 Wire 
114" Mesh, No. 12 Wire|l%" Mesh, No. 10 Wire 
114" Mesh. No. 11 Wire 1 1 " Mesh, No. 9 Wire 







Dull 


Brass or Cop- 






Dlsu'k 


per riate<l 


1 )t'sij,'iv 


No. til 


$ .70 


$1 .2(1 




Nu. 


.70 


1.20 


Design 


No. ti2 


.70 


1.20 


Design 


No. 55 


1.00 


1 StO 




Small Screens, with less than 3 sq. ft., take 
the same list price as 3 sq. ft. 



US,mre Serpen, 

NO. 62 — ANGLE IRON FRAME 



When Angle Iron Frar, 



re ordered, they are drilled for ivood screws, if desired 
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U. S. WOOD COLD-AIR FACES 



U. S. WOOD FACES are 
made of the best selected grades 
of oak or other available hard- 
wood, thoroughly seasoned and 
kiln dried. 

Deep strips of face are jV" 
thick by i%" deep, cut to receive 
cross strips ji-" x ^j^". 

Specify for ventilating work 
where not subjected to extreme 
heat or moisture. 




U. S. WOOD FACE 




U. S. WOOD FACES other 
than oak and easily available hard- 
woods require quotation on appli- 
cation. 

Every U. S. WOOD FACE is 
covered by our guarantee as to 
quality, material and workmanship. 



D FACE INSTALLED 



U. S. OAK PARTITION FACES 

U. S. WOOD FACES arc 
well finished and cleaned before 
shipping and are ready for stain- 
ing and varnishing. 

FOR PRICES, send specifi- 
cation or write for and refer to 
our latest catalog and current 
discount sheet. 

U. S. Oak Partition Faces 
consist of the regular U. S. 
Wood Faces with /^''xi^" 
oak strips which, when mitered 
around and nailed to the face, form a Range or frame and complete a very 
and neat as well as artistic ventilator for use over doorways, etc., on pipele^ 
jobs. For complete Lists and Prices see our General Catalog. 




practical 
s furnace 
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REGISTER FACES AND GRILLES 

(CAST METALS) 

SPECIALLY DESIGNED AND MADE TO ORDER ONLY 

Faces or grilles shown on this page and made especially to order cannot under any 
circumstances be returned for credit. 

We illustrate below only a few of our special design registers and grilles. These are not 
stock goods, and will be made to order only. We make registers and grilles convex, concave, 
or any other shape or design. 

We also make a specialty of matching hardware trimmings in all antique and modern 
shades. We shall be pleased to receive original designs or sketches for any order of decoration 
from architects and engineers, on which estimates for either registers or grilles will be 
promptly submitted. 

Architects and engineers will be furnished with full size detail blue-prints of any of our 
special designs upon request. 

Special designs made to order only. Prices on application. 






: ^^^4m 



Specifications for prices must state clearly, design number, finish and sizes (inside or 
extreme dimension). 

We can quote on Special Designs not above shown. 
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U. S. SPECIALTIES FOR THE INSTALLER 
AND VENTILATING ENGINEER 

DAMPER QUADRANTS 

The QUADRANT is made in the following sizes for square rod: y^"^ y<^\ 44", 7,.". 
Prices on application. 




I 
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